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RG-6/U 75 ohm Co-axial Cable

Description:

Number of Co-ax

Total Number of Conductors

RG Type

AWG

SWG

Stranding

Conductor Diameter

Condustor Material

1

1

6/U

18

19

Solid

1.02 mm

BC - Bare Copper

Physical Characteristics:

Conductor:

Insulation:

Insulation Material

Insulation Diameter

FPE - Foam Polyethylene

4.57 mm

Outer Shield:

Outer Shield Type

Outer Shield Material

Outer Shield % Coverage

Shielding Effectiveness

Aluminium Foil + Braid

AA - Aluminium Alloy

60 %

100%

Outer Jacket:

Outer Jacket Material

Outer Jacket Diameter

PVC - Polyvinyl Chloride

6.90 mm

Mechanical Characteristics:

Operating Temperature Range

Bulk Cable Weight

Min. Bend Radius (Install)

-10 C To +70 C

47.300 Kg./Km

86 mm

Electrical Characteristics:

Nom. Characteristic Impedance

Nom. Capacitance - Conductor to Shield

Nominal Velocity of Propagation

Nom. Conductor DC Resistance @ 20 C

Nom. Outer Shield DC Resistance @ 20 C

75 ohms

52.60 pF/Mtr.

84 %

22.43 ohms/Km

47.43 ohms/Km

Nominal Attenuation @ 20 C

Frequency in Mhz. 50 100 200 400 700 900 1000

Attenuation in dB/100 M 5.25 6.75 10.0 13.61 18.25 20.01 21.49

Item Description Packing WeightPacking Length Jacket Colour

1016 RG-6/U 300 Mtrs. 16.19 Kg. Black

Email: info@fibrescope.net

1.02 mm Bare Copper, Gas Injected Foam Polyethylene Insulated, Aluminium Foil + 60 % Aluminium Alloy

Braid Shield, Outer PVC Jacket.
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